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A     RESORT  HOTEL 
PROGRAM 

A  Resort  Hotel  to  be  used  throughout  the  year  is  to  be  built  in  a 
tropical  climate.    It  is  to  be  located  so  as  to  have  an  imposing  land  approach^ 
with  a  view  over  the  surrounding  country,  and  is  to  be  about  thirty  feet  above 
the  level  of  a  large  body  of  water.    Gardens,  a  good  ground  layout,  and  conven- 
ient access  to  the  lake  with  pier  accommodations  are  required. 

Materials  to  be  used  are  the  best  the  market  affords;  the  construc- 
tion is  to  be  of  the  highest  and  most  modern  type. 

Sleeping  accommodations  are  to  be  made  for  about  350  people.  Public 
rooms,  such  as  reception  rooms,  ball  room,  concert  hall,  casinos,  lounging  rooms, 
outdoor  lounging  space,  dining  rooms,  outdoor  dining  space  are  required.  Phone 
booths,  telegraph,  news  stands,  public  toilets,  barber  shop,  etc.,  are  to  be 
conveniently  located  with  regard  to  circulation. 

In  the  placing  and  planning  of  dining  rooms  it  should  be  kept  in  mind 
that  these  rooms,  and  in  fact  all  public  rooms,  are  to  be  used  not  only  by  the 
guests  of  the  hotel  but  also  by  people  residing  in  the  near  locality.    It  is  to 
be  assumed  that  this  hotel,  to  be  built  under  ideal  conditions,  will  be  the  cen- 
ter of  social  activity  for  a  radius  of  many  miles. 

The  public  office  is  to  be  centrally  located  and  is  to  command  the 
approach.    Elevators,  stairs,  service,  etc.,  are  to  be  adequate  and  efficiently 
located . 

The  entire  first  floor  is  to  be  used  for  the  public.    The  lake  ele- 
vation is  to  be  featured,  with  the  most  used  rooms  located  overlooking  the  lake. 
Outside  dining  space  is  to  be  provided  for. 


All  sleeping  rooms  are  to  be  large  and  airy  and  are  to  all  be  outside 
rooms,  each  room  having  private  bath  accommodations. 

A  roof  garden  with  service  accommodations  is  required. 

METHOD    OF  STUDY 

In  studying  the  plan  of  this  hotel,  the  first  thing  aimed  at  was  to 
get  large,  airy  and  comfortable  sleeping  quarters,    With  this  in  mind,  the  typ- 
ical bedroom  floor  was  first  drawn  up  and  kept  in  mind,  and  hence  from  this 
plan  the  main  floor  plan  was  worked  up  and  developed. 

EXPLANATION 

I  will  now  take  up  the  description  of  the  hotel  as  it  was  finally 
worked  out,  first  giving  the  planning  idea,  second  the  first  floor  plan,  ap- 
proaches, and  layout,  third  the  typical  or  bedroom  floor  plan,  and  fourth  the 
roof  garden,  kitchens,  and  service. 

PLANNING-  IDEA 

In  order  to  get  all  rooms  outside  rooms,  the  idea  of  a  large,  central 
Palm  Court  with  circulation  around  it  was  developed.    This  court  is  to  be  in 
the  main  building  of  the  hotel,  there  being  a  main  building  four  stories  high, 
two  lake  wings  and  two  land  wings  each  three  stories  high.    The  idea  in  having 
lake  wings  and  land  wings  being  to  offer  two  grades  of  rooms  to  the  public,  in 
this  way  catering  to  a  larger  class  of  people. 

The  Palm  Court  is  to  extend  through  all  four  stories  of  the  main 
building,  is  to  be  open  at  the  top,  rising  above  the  Roof  Garden  and  being 
covered  with  a  large  glass  dome,  the  idea  being  for  this  dome  to  be  an  eleva- 
tion and  roof  garden  feature  and  is  to  be  seen  for  miles  around.    It  is  also 
to  be  useful  as  a  weather  feature.    It  shelters  the  court  and  fully  fulfills 
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the  successful  carrying  out  of  the  idea  of  the  court,  for  one  idea  held  in  regard 
to  this  Palm  Court  was  to  have  it  be  the  center  of  all  life  in  the  hotel,  espec- 
ially so  in  bad  weather. 

All  circulation  to  rooms  in  the  main  building  is  around  this  court. 
It  is  flanked  all  the  way  up  by  a  superimposed  collonade .    All  rooms  are  on  one 
side  of  a  corridor,  that  is,  an  open  exposure  on  the  outside  and  an  open  corri- 
dor on  the  other  side.    The  circulation  in  the  wings  is  on  the  same  plan,  with 
a  single  corridor  running  from  the  lake  and  land  ends  of  the  Palm  Court.  The 
collonade  feature  in  the  wings  is  only  on  the  central  first  floor*    On  the  other 
floors  the  corridor  is  glassed  in  with  French  windows  which  are  supposed  to  be 
used  only  in  bad  weather.    These  windows  are  placed  on  the  axis  of  each  room, 
entrance  door  and  window.    By  this,  individual  guest  comfort  is  provided,  for 
airy  rooms  and  sleeping  quarters  are  assured. 

In  the  plan  of  this  building,  in  order  to  accent  the  lake  elevation, 
the  two  wings  on  this  elevation  are  laid  out  perpendicular  to  the  main  building, 
with  curved  covered  collonades  curving  from  the  end  pavilions  of  these  wings 
toward  the  lake.    These  collonades  lead  to  stairs  and  ramps  which  in  turn  lead 
to  the  piers  and  lake.    The  approach  or  land  elevation  is  laid  out  in  the  form 
of  a  court,  with  the  wings  L-shaped  and  running  out  perpendicular  from  the  main 
building.    In  this  way  an  entrance  court  is  obtained,  and  a  massive  and  impres- 
sive approach  is  effected.    The  entrance  court  level  is  about  two  feet  below  the 
first  floor  level,  this  rise  being  reached  by  steps  to  the  main  lobby,  end  din- 
ing rooms  and  side  lake  approaches.    The  gardens,  Palm  Court  and  first  floor 
are  all  on  the  same  level. 

FIRST    FLOOR  PLAN 
From  the  entrance  court  there  are  three  entrances  to  the  hotel  proper 
and  two  side  approaches  which  lead  to  the  Lake  Approach  Pavilion,  Casinos  and 
Palm  Court  Dining  Rooms. 
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The  three  entrances  to  the  hotel  from  the  land  approach  court  are 
as  follows:    In  the  center  of  the  end  pavilions  one  entrance  to  each  of  the  land 
wing  dining  rooms,  and  in  the  center  of  the  main  building  a  large  entrance  which 
leads  to  the  office  foyer,  stair,  halls,  and  Palm  Court  circulation. 

The  main  entrance  is  in  the  center  of  the  main  building  and  approach 
court.    From  an  arcade  one  enters  directly  into  the  office  foyer.  Directly 
opposite  the  entrance  is  the  public  desk  or  office,  which  faces  and  opens  onto 
both  the  foyer  and  Palm  Court.      By  locating  the  office  here,  full  control  of 
the  hotel  is  obtained.      From  the  desk,  at  each  end  of  this  foyer  are  two  grand 
stairways,      Access  to  these  can  also  be  obtained  from  the  entrance  court.  These 
atairs  are  directly  in  front  of  the  circulation  which  leads  to  the  Palm  Court, 
the  lake  and  land  wings,  reception  rooms,  writing  rooms,  private  dining  rooms, 
land  wing  dining  rooms  and  elevators.      These  elevators  are  located  in  the  ends 
of  the  main  building  and  are  placed  so  that  one  can  takes  care  of  one-quarter 
of  the  main  building  and  one  of  the  wings.      Back  of  the  guest  elevators,  near 
the  stairway  entrance  are  placed  service  elevators  which  take  care  of  the  ser- 
vice on  each  floor  and  on  the  roof  garden.      The  office  or  entrance  foyer  has 
been  planned  rather  large  and  on  an  impressive  scale,  the  idea  being  to  give  a 
good  first  impression  throughout  when  one  first  enters  the  hotel;  and  as  first 
impressions  are  important  and  lasting,  this  idea  has  been  carried  out  and  dev- 
eloped throughout  the  hotel,  as  in  general  the  public  wish  to  feel  that  they  are 
getting  much  in  both  the  way  of  service  and  surroundings  for  their  money. 

Through  the  stair  courts  circulation  leads  to  the  reception  and 
writing  rooms,  which  are  on  the  foyer  axis.      Circulation  to  these  roome  can 
also  be  had  along  the  entrance  approach  court  collonade.      This  leads  to  the 
end  pavilions  or  wings  where  the  public  land  wing  dining  rooms  are  located,  also 
grill  rooms  and  private  dining  rooms.      In  this  wing  in  easy  access  are  two  sets 
of  service  stairs  and  elevators.      The  idea  of  locating  these  dining  rooms  here 
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is  to  have  dining  quarters  away  from  the  center  of  the  hotel  where  direct  access 
can  be  obtained  from  the  entrance  approach  court.      These  rooms  are  also  parallel 
to  the  approaches  which  lead  to  the  casinos,  collonades,  pavilions  and  outdoor 
dining  space.      By  locating  these  dining  quarters  where  they  are,  and  by  putting 
the  Palm  Court  dining  rooms  off  the  Palm  Court,  which  will  be  located  further 
on,  the  guests  of  the  hotel  and  the  outside  public  are  to  a  certain  extent  iso- 
lated. 

On  the  axis  of  the  public  desk  are  two  private  offices  where  the 
business  of  the  hotel  can  be  conducted.      These  open  off  the  Palm  Court  collon- 
ade.      Next  to  these  offices  are  the  service  stairs  and  elevators.      These  con- 
trol the  service  in  the  Palm  Court  dining  rooms  and  in  the  outdoor  court  dining 
space  which  is  located  between  the  lake  and  land  wings. 

The  Palm  Court  dining  rooms  are  on  the  axis  of  the  Palm  Court. 
These  are  to  be  feature  rooms  and  open  out  to  outdoor  dining  space.      Next  to 
these  rooma  are  located  the  lake  wing  stairs  and  elevators,  also  phone  booths, 
news  stands,  telegraph,  and  stairs  to  barber  shop, toilets,  etc.      The  lake  wing 
stairs  are  only  in  this  location  on  the  first  floor.     On  the  upper  three  floors 
the  location  is  changed,  so  that  two  extra  bedrooms  on  each  floor  are  obtained. 
The  elevators  remain  where  located.      This  space  balances  the  Palm  Court  dining 
service  on  the  other  end  of  the  court. 

The  central  lake  end  of  the  Palm  Court  opens  into  the  Grand  SalOn. 
This  room  is  ornamented  with  large  columns.     By  going  through  a  vestibuled 
collonade,  access  to  the  gardens  and  lake  are  obtained.      This  large,  columned 
room  faces  the  lake.      On  each  side  of  it  are  the  two  petite  salons,  these  open- 
ing also  to  the  lake,  by  going  through  a  curved  collonade.      On  the  axis  of  these 
rooms  are  the  Ball  Room  and  Concert  Hall.      These  open  to  the  lake  and  outdoor 
dining  court.      On  the  axis  of  these  rooms  are  the  casinos  which  lead  to  the 
lake  pavilions  and  collonades.      The  casinos  are  so  located  and  service  so  ar- 
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ranged  that  they  can  bo  approached  directly  from  the  main  entrance  approach 
court.      It  is  so  placed  so  as  to  be  near  the  lake  pavilions  and  approaches. 
By  this  feature  people  may  come  to  dances,  concerts,  for  refreshments,  and  what 
not  without  going  through  the  hotel  proper.      The  casino  has  adequate  service 
quarters,  so  that  here  meals,  refreshments,  etc.,  may  be  had  at  all  times.  Out- 
door dining  space  can  be  had  on  the  collonades. 

Gardens  extend  for  about  200  feet  in  front  of  the  building  line  of 
the  salon,  the  Lake  Approach  Pavilions  and  the  End  Pavilions.  At  the  end  of 
these  approaches,  steps  and  ramps  extend  down  to  the  lake  and  piers. 

SECOND    AND    TYPICAL  FLOOR 
As  was  before  mentioned,  all  planning  was  done  with  reference  to 
sleeping  room  comfort  and  so  that  large  and  airy  guest  rooms  could  be  obtained; 
so  in  order  to  get  maximum  benefit  of  lake  breezes,  all  rooms  are  open  on  the 
outside,  with  a  single  open  corridor  on  the  other,  all  windows  and  doors  being 
on  the  same  axes,  and  through  drafts  being  assured.      The  hotel  has  190  sleep- 
ing rooms,  each  with  a  private  bath.     On  each  floor  there  are  30  rooms  in  the 
main  building,  and  50  rooms  in  the  four  wings .      Room  sizes  average  15  feet  by 
24  feet.      This  size  allows  plenty  of  air  and  establishes  a  size  of  room  suit- 
able for  the  class  of  the  hotel.      On  account  of  this  room  width  the  whole  plan 
is  worked  out  on  a  system  of  16-foot  piers,  all  openings  being  this  distance  on 
centers  except  on  the  corners.      This  span  affords  a  convenient  and  economical 
spacing  and  use  of  steel.      Each  room  is  furnished  with  a  private  bath.  The 
rooms  are  entered  through  a  corridor,  on  one  side  of  which  is  located  the  bath, 
closet,  pipe  shafts  and  vent  ducts.      By  using  this  end  of  the  room  for  bath, 
corridor,  etc.,  clear  window  and  room  space  is  obtained.      In  order  to  have 
feature  rooms,  over  the  office  foyer  and  grand  aalon  rooms  are  arranged  in  suite, 
the  lake  and  land  views  being  glazed  off  with  sun  rooms  with  the  bedrooms  back 
of  these.    In  this  mode  of  planning,  bedrooms  and  sun  rooms  are  obtained  for 
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private  use  and  yet  breozes,  etc.,,  are  not  cut  off,   for  communication  is  by 
means  of  French  windows.    On  the  second  floor  of  the  lake  wing  stair  location 
is  changed  so  as  to  allow  for  extra  rooms  on  the  two  top  floors.    On  the  top 
floor  arrangement  is  made  for  roof  garden,  kitchen  and  service. 

All  bath  ventilation  is  to  be  obtained  by  forced  air  in  duct3,  pipes, 
etc.,  running  in  chases  and  vent  shafts. 

The  three  sleeping  floor  plans  are  the  same  except  for  the  stair 
change  on  the  second  floor  and  for  the  roof  garden  service  on  the  top  floor. 
Both  of  these  changes  are  in  the  main  building.      The  main  building  has  three 
floors  of  sleeping  quarters  and  the  four  wings  but  two  floors.       The  heights  of 
stories  vary  as  follows:      First  floor,  28  feet;    second  floor,  20  feet;  third 
and  fourth  floors,  16  feet. 

MATERIALS 

Exterior  facing  of  the  building,  columns,  balustrades,  etc.,  are  of 
Vermont  marble.    Steel  fire-proof  construction  is  used  throughout.  Special 
rooms  are  finished  up  in  various  styles  . 

ROOF  GARDEN 

Access  to  the  roof  garden  is  obtained  by  all  stairs  and  elevators, 
service  by  the  elevators  back  of  the  land  wing  guest  elevators.      The  roof  gar- 
den extends  only  over  the  main  building,  the  outer  wings  of  which  are  trellised 
and  open.      The  main  roof  garden  near  the  central  Palm  Court  is  covered.  Views 
from  the  roof  garden  down  into  the  Palm  Court  can  be  bbtained,  for  the  big 
glass  dome  rises  above  the  garden  and  is  supported  by  an  open  collonade. 
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KITCHENS    AND  SERVICE 
Service  space  for  kitchens  to  supply  the  roof  garden  is  on  the  top 
floor  with  special  elevators. 

All  kitchens  which  supply  the  first  floor,,  toilets,  barber  shops, 
etc.,  are  in  the  basement.      Communication  to  them  is  by  all  stairs.  Supplies, 
etc.,  come  in  on  the  side  of  the  land  wing  dining  rooms  in  the  main  approach 
court.      All  kitchens,  toilets,  barber  shops,  etc.,  are  in  glazed  tile  and  are 
ventilated  by  forced  air. 
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